
SINGLE PHOTOELECTRIC SMOKE DETECTOR
WITH BATTERY 9 VDC

Characteristics Specification Installation

Diagram

Model : ZA206

Model Product ZA206
(Stand Alone Smoke Detector)

Input Voltage Battery DC 9V

Silence Function Silence for approx 8  minutes

Alarm Sensitivity 0.100-0.160 dB / M2

Alarm Volume >85 dB (A) at 3 Meters

Operation Current <15 uA (Standby), <25 mA (Alarm)

Operating Temperature 0°C - 40°C

Dimensions Ø100 X 34.5 mm.

Color White RL9010
Net Weight 78g. (Without Battery)
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• Silence Function
• Big Test Button
• Sound and Flash Alarm, 
 Low Voltage Indication
• Easy to Use
• Certificate  CE
• Made in China
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FIRE ALARM EQUIPMENT

2022 Eversafe / ZA206  
Distributed by : U.P.TECH CORPORATION CO.,LTD
Tel : 02-965-7701-6, 086-355-6781 Line : 0863133492 Fax : 02-965-7707 Email : sales@up-t.com 
Email : admin@up-t.com  Website : www.alarmthailand.com , www.firealarmonline.com

Manufacturer : NINGBO EVERSAFE ELECTRONICS CO.,LTD   ADD : NO. 1 JIANGJIA, DALI VILLAGE, SHENZHEN TOWN, NINGHAI COUNTY, NINGBO, ZHEJIANG PROVINCE ,CHINA
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NOTICE : 
Smoke Alarms for Minimum Protection

Smoke Alarms for Additional Protection
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